
402 - NON-TOXIC ANTI-SPATTER

High Temperature Formula
Non-Toxic Anti-Spatter is specifically developed for high temperature applications up to 400°. This
revolutionary formula contains a heavier molecular weight than most water based anti-spatters for
a thicker, higher viscosity material. The proprietary anti-corrosion additive will also protect against
rusting. 402 can be sprayed or brushed on and can be welded through while wet or after drying.
402 is paint compatible and easily wipes away with water or a damp cloth and leaves no residue.

402 does not contain any chlorinated solvents, will not carbonize and is odor free.
402A SDS
402B SDS

SKU: N/A | Categories: Anti-Spatters & Nozzle Gels, Chemicals, GREEN LINE |

http://www.dynaflux.com/wp-content/uploads/2018/03/402A-SDS.pdf
http://www.dynaflux.com/wp-content/uploads/2018/03/402B-SDS.pdf
https://www.dynaflux.com/product-category/welding-industrial-chemicals/anti-spatters-nozzle-gels/
https://www.dynaflux.com/product-category/welding-industrial-chemicals/
https://www.dynaflux.com/product-category/welding-industrial-chemicals/green-line/


VARIATIONS

Image SKU Price Description OPTIONS

402-12X16: 12X16 oz Bottles w/Sprayer Case

402-16: Aerosol 1 Dozen

402-4X1: 4X1 Gallon Case



Image SKU Price Description OPTIONS

402-5: 2X2.5: Gallon Case

402-55: 55 Gallon Drum
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ADDITIONAL INFORMATION



OPTIONS
402-12X16: 12X16 oz Bottles w/Sprayer Case, 402-16: Aerosol 1
Dozen, 402-4X1: 4X1 Gallon Case, 402-5: 2X2.5: Gallon Case,
402-55: 55 Gallon Drum




